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Type G 90°C 2000V 
 

All values are nominal and subject to correction 
* Ampacity - Free air measured. Based on continuous duty at 90°C conductor temperature per 2011 NEC Table 400.5(A)(2) 
 
Application:  Type G is for use in heavy duty service as a power supply cable for: mobile and portable mining  
   equipment, loaders, conveyors, pumps, drills and cutters, where flex life is required. Type G is  
   for applications up to 2000 volts and temperatures from -40°C to +90°C. 
 

Conductors:   Flexible strand soft drawn tin coated copper conductor per B-172 Class I and ICEA S-75-381/NEMA WC58. 
 

Insulation:  Ethylene-propylene rubber (EPR) per ICEA S-75-381  
 

Ground Conductors: Flexible strand soft drawn tin coated copper with green Ethylene-propylene rubber (EPR) insulation. 
 

Separator:  Single faced rubber filled binder tape applied overall 
 

Jacket: Black heavy duty CPE thermoset compound per ICEA S-75-381  
 

Standards:  MSHA approved 

   UL 44 
UL 1581 
C(UL) FT1 & FT5 

   NEMA WC58 
   NEMA WC70 
   ICEA S-75-381 
   ICEA S-95-658 
   ASTM B 172 
   ASTM B 33 
   Sunlight Resistant 
  

Part 
Number 

AWG        
Size 

No. of 
Conductors 

Conductor 
Strand 

Ground 
Conductor 
Size (AWG) 

Nominal Insulation 
Thickness 

Nominal Overall     
Diameter 

Net.     
Weight 
lbs./M 

Current 
Amps* 

inches  mm  inches  mm 

8‐04 TYPEG  8  4  133  4 # 12 0.060  1.52 0.99 25.1  748 52

6‐04 TYPEG  6  4  259  4 # 12  0.060   1.52  1.10   27.9  910  69 

4‐04 TYPEG  4  4  259  4 # 10  0.060   1.52  1.27   32.3  1378  91 

2‐04 TYPEG  2  4  259  4 # 9  0.060   1.52  1.48   37.6  1914  121 

1‐04 TYPEG  1  4  259  4 # 8  0.080   2.03  1.68   42.7  2311  141 

1/0‐04 TYPEG  1/0  4  266  4 # 7  0.080   2.03  1.79   45.5  2810  164 

2/0‐04 TYPEG  2/0  4  242  4 # 6  0.080   2.03  1.93   49.0  3253  189 

3/0‐04 TYPEG  3/0  4  259  4 # 5  0.080   2.03  2.07   52.6  4099  219 

4/0‐04 TYPEG  4/0  4  532  4 # 4  0.080  2.03  2.26  57.4  4925  252 

250‐04 TYPEG  250  4  627  4 # 3  0.095 2.41 2.66 67.6  6060 281

350‐04 TYPEG  350  4  888  4 # 1 0.095 2.41 2.98 75.7  8126 346

500‐04 TYPEG  500  4  1221  4# 1/0 0.095 2.41 3.40 86.4  10758 428


